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INTERPANTER

ELECTRIC SINGLE-DECK UNIT

JEDNOPODLAZNI
ELEKTRICKA JEDNOTKA

INTERPANTER

» ekologickeé, ekonomické a efektivni feSeni pro meziregionalni
a dalkovou dopravu CD

MODERNI KONCEPCE

Zakladni sestava je 3 aZ 5 vozova s prepravni kapacitou 200 az 350
sedicich cestujicich. Skfif je lehké integralni stavby z velkoplodnych
hlinikovych profilt, hlavové vozy jsou opatfeny ocelovym kabinovym
modulem, ktery zajistuje odolnost proti naraztim podle vSech scénafu
EN 15227, Jednotky jsou urceny pro elektrifikované traté s trakénim
napetim 25 kV, 50 Hz a 3 kV ss. Maximalni rychlost je 160 km/h.
Ridici systém umoZiiuje z jednoho stanovisté ovladat aZ 4 spfaZené
jednotky. Uspofadani interiéru je modularni, dle poZadavku zakaznika
(uspofadaniinteriéru, bufetovy oddil nebo vybaveni vozu automaty
na obcerstveni, multifunkéni oddily pro pfepravu kol, kocarkt, mista
pro objemna zavazadla, vybaveni jednotky zabavnim systémem pro
prehravani filma, hudby, doplfujicich informaci apod.).

POHODLIi PRO CESTUJiCi

NizkopodlaZzni nastup a vystup cestujicich Sirokymi dvoukfidlymi
vstupnimi dvefmi je vybaven dvéma vysuvnymi stupackami.
Komfortni, pfijemny a pIné klimatizovany interiér je od nastupnich
prostort pro cestujici oddélen pfickami s automaticky oteviratelnymi
dvefmi. Souprava je vybavena rezervaénim systémem, zasuvkami

s napétim 230V pro praci s PC a pfipojenim k WiFi. PohodIna
ergonomicka sedadla jsou v prvni tfidé polohovatelna. Jednotka je
uzpusobena pro bezbariérovou pfepravu imobilnich cestujicich, vozy
jsou vybaveny akustickym i vizualnim informacnim systémem.

Jednotka ma uzavfeny systém WC. V jednotce se nachazi multifunkéni

prostor pro prepravu kol, détskych kocarku, lyzi a rozmérnéjsich
zavazadel a také oddéleny détsky oddil pro matky s détmi.
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SINGLE-DECK
ELECTRIC MULTIPLE UNIT

INTERPANTER

» ecological, economic and effective solution for Czech Railways
interregional and long distance transport

MODERN CONCEPTION

The basic configuration consists of 3 to 5 cars with capacity of 200 to
350 sitting passengers. The car body is light integral structure from
large scale aluminium profiles, head cars are equipped with steel
cabin module ensuring crashworthiness in accordance with the all 4
scenarios of standard EN 15227. The units are designed for electrified
tracks for power supply of 25 kV, 50 Hz and 3 kV DC. Maximum speed
15160 km/h. Control system enables to control up to 4 coupled units
from one cabin. Interior arrangement is modular one, according to
customer requirements (1°* and 2™ class, seats arrangement etc.).

COMFORT FOR PASSENGERS

Low floor passenger entrance and exit through wide double leaves
entrance door is equipped with two sliding steps. Comfortable,
pleasant and fully air-conditioned interior for passengers is
separated by partitions from entrance area with automatic door
open system. There are sockets with voltage 230 V for computers
use and Wi-Fi connection in the unit. Comfortable, ergonomically
designed seats in the 1°* class are adjustable. Unit is modified for
immobile passenger t ransport without barriers. Audio-visual
information system is fitted in the cars. Toilet in the unit is
closed type. There is multipurpose space for transport of bikes,
prams, skis and big luggage and in the unit is also situated special
separated area for mothers with children.

B Entrance / Vstupy
Bl Entrance Ramp / Najezdova rampa
Bl Place for Wheelchairs / Misto pro invalidni voziky

Bl 1" Class Seats / Sedadla prvni tfidy
| Driver's Cabin / Stanovisté strojvedouciho
Bl Toilet/ WC
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ZAKLADNI TECHNICKE UDAJE

BASIC TECHNICAL DATA
Parametry 3-vozova 5-vozova
Parameters 3-cars 5-cars
Jmenovité napéti troleje 3kvDC/ 3kvDC/
Nominal Trolley Voltage 25kV50Hz 25kV 50Hz
Maximalni rychlost
Maximum Speed 160 km/h 160 km/h
Instalovany vykon
Installed Capacity 6x340kW  8x340 kW
Rozchod
Gauge 1435 mm 1435 mm
Délka soupravy
Unit Lenght 79400 mm 132400 mm
Sitka vozu
Car Width 2820 mm 2820 mm
Vyska vozu
Car Height 4260mm 4260 mm
Nastupni vyska od TK
Height of Entrance 580 mm 580 mm
above TOR
Pocet sedadel (z toho 1. tFida) 200 (25) 350 (42)

No. of Seats (15t Class in)

Pocet mist pro
ortopedické voziky 2 2
Places for Wheelchairs

Pocet mist pro jizdni
kola + kocarky 10+6 15+ 8
Places for Bikes + Prams |
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